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Mobile computer of reference for the main actors 
in the cold chain industry.

DESIGNED FOR COLD STORES
No fog, no frost, no condensation.

RUGGED 
IP 65-rated with up to 1.8m drop to concrete and 
cold-storage confi gurations.

1.5m
1.8m w/rubber boot VOICE READYIP 65 -30°C

LXE | WORX | Mobile computers
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TECHNICAL SPECIFICATIONS

Copyright © 2010 LXE Inc. All rights reserved. Specifications are subject to change without notice. All names, products, and services mentioned are the trademarks or registered marks of their respective organizations.

PLATFORM

CONNECTIVITY RUGGEDNESS

Optional Software
• RFTerm® (TN5250,TN3270, VT220)
• AppLock utility controls user application
 access & unwanted confi guration changes
• Java Virtual Machine
• Asian character sets
• Voice recognition
• Wavelink AvalancheTM and LXE 
 eXpress Confi g compatible

Interfaces
• USB Client
• RS-232
• Power for in-terminal charging
• Audio for headset, voice recognition
 application certifi ed
• Speaker with adjustable volume control
• Large scan status LED
• Power status LED

Radio Support
• 802.11b/g (2.4GHz)
• 802.11a/b/g (2.4GHz & 5GHz)
• 802.11b/g (2.4GHz) + Bluetooth 
• 802.11a/b/g (2.4GHz + 5GHz) + Bluetooth
• Wi-Fi certifi ed
• Internal diversity antenna
• WPA or WPA2 security
• Cisco® CCXv4 certifi ed
• Bluetooth 2.0 + EDR w/class 2 radio

Environmental
• Temperature rating
 Operating: -30°C to 50°C
 Storage: -20°C to 70°C
• Humidity
 Operating: 5% to 100%
 RH condensing (conformal
 coated electronics)
 RH non-condensing at 40°C
• Drop specifi cation
 1.5m multiple drops 
 to concrete (w/ handle)
 1.8m w/rubber boot 
 accessory (w/o handle)
• Ingress protection enclosure
 rating: IEC 60529 
 compliant to IP65
• Vibration testing: 
 Based on MIL STD 810F

Approvals
• Emissions (EMI)
 FCC Part 15 Subpart B, Class A
 EN 55022, Class A (CISPR 22)
• Immunity (EMC)
 EN 55024:1998
• Safety
 UL 60950, CSA
 C22.2 No. 60950,
 EN 60950, IEC 60950
• Laser Safety
 CDRH:21 CFR 1040.10, EN
 60825-1 and IEC 60825-1
• Radio
 FCC Part 15C
 Industry Canada RSS 210, 102
 EN 300 328
• RoHS compliant

• Handle w/2-fi nger trigger, 
 moulded rubber grip, and wrist strap
• 4+1 Battery charger analyser
• Nylon case w/shoulder strap
• Nylon voice application case w/belt
• Rubber protective boot
• Powered vehicle-mount cradle
• Powered desktop cradle

• Passive cradle with RAM® Mount
• Nylon holster w/belt
• Nylon hand strap

Download accessory catalogue at www.lxe.com

www.lxe.com

ACCESSORIESDATA CAPTURE

Bar Code
• Standard Range Laser
• “All-Range” Laser (4” - 40’ / 10cm - 12m)
• 1D and 2D imager
• Good Scan vibrator signal and easy 
 view scan LEDs
• Full symbology support
• Heater with thermostat control

Processing & Memory

• Intel® XScale® PXA255 400MHz
• 128MB SDRAM
• 128MB, 512MB, or 1GB SD Flash

Operating System 

• Windows® CE 5.0 Professional
• Non-volatile storage of resident drivers, 
 applications and settings

Display

• 3.5” (8.8cm) 240 x 320 1⁄4 
 VGA TFT colour LCD
• Bright LED backlight
• 280 NIT brightness
• Resistive touch screen with stylus
• Heater with thermostat control

Keyboard

• Backlit keys
• 55, 32 key options
• Alpha-numeric, or numeric-alpha
• Five dedicated function keys + 
 user defi ned function keys
• Full keyboard mapping support
• TN5250 emulation overlay option 
on 55 key
• Abrasion resistance key coating

Power System & Management

• Low-temperature 7.2V 
 Li-Ion battery
• Full shift battery life (depends on 

usage and temperature)
• Backup battery w/automatic 
 charging for main battery hot swap
• Main battery low warning
• Confi gurable active power
 management

Enclosure

• Dimensions: 
 22.3cm x 8.6cm x 5cm
• Weight:
 595g including radio, battery and 
 SR laser scanner

LXE Belgium +32-15 29 28 20 – info.be@lxe.com • LXE U.K. +44-1844 34 65 76 – info.uk@lxe.com • LXE Netherlands +31-346 21 70 70 – info.nl@lxe.com 
LXE Italy +39-02 21 87 10 99 – info.it@lxe.com • LXE France +33-1 41 47 99 99 – info.fr@lxe.com • LXE Germany +49-2461 690 450 – info.de@lxe.com
LXE Sweden +46-8 477 97 70 – info.se@lxe.com • LXE Middle East +971-4 395 4918 – info.middle-east@lxe.com • LXE Singapore +65-6278 0593 – info.singapore@lxe.com 
LXE China +86 21 6124 9688 – info.china@lxe.com • LXE Southern Europe +34-645 256 344 – info.es@lxe.com • LXE Eastern Europe +49-374 15 23 031 – info.cee@lxe.com

LXE Inc.
Tel. +1-770-447 4224
E-mail info@lxe.com

LXE Europe
Tel. +32-15-29 28 20
E-mail RF4U@lxe.com

LXE Asia, Middle East
Tel. +65-6278 0593
E-mail info.singapore@lxe.com


